Ultra Spec® 500 Interior Eggshell Finish N538
Benjamin Moore & Co.

Final Assembly: Johnstown, NY, USA
Life Expectancy: 10 Years
End of Life Options: Take Back Program; Landfill (40%)

Ingredients:
Thinner: Water; Binder: Acrylic Polymer;
Color Pigment: Titanium Dioxide; Extender
Filler: Limestone, Nepheline Syenite;
Extender Pigment: Kaolin Calcined;
Coalescing Agent: Triethylene Glycol Bis(2-
Ethylhexanate); Additive: Styrene-Acrylic
Copolymer, Polyethylene Glycol, Hexanoic
Acid Dihydrizade, Isooctanol Phosphate
Potassium Salt, Sodium (C14-16) Olefin
Sulfonate; Impurity: Silica Amorphous,
Aluminum Hydroxide, Acetone; Thickener:
Hydroxyethyl Cellulose; Defoamer: Petroleum
Distillates; Surfactant: Alcohols, C9 – 11
Ethoxylated, Tridecyl Alcohol, Ethoxylated,
Phosphated, Ammonium Salts, Sodium Lauryl
Ether Sulfate

Living Building Challenge Criteria:

- BEN-1015
- EXP. 01 JUL 2018
- VOC Content: 0 g/L
- VOC Emissions: CDPH Compliant
- Declaration Status: ▢ LBC Red List Free
- □ LBC Compliant
- □ Declared

MANUFACTURER RESPONSIBLE FOR LABEL ACCURACY
INTERNATIONAL LIVING FUTURE INSTITUTE™ declareproducts.com