GLASSvent™ Windows for Storefront Framing and Curtain Wall and GLASSvent™ UT Windows
Kawneer Company, Inc.

Final Assembly: Springdale, AR, USA
Life Expectancy: 40+ Years
End of Life Options: Recyclable (75-80%), Landfill (20-25%)

Ingredients:

Frame: Aluminum; Glass: Glass, Aluminum (Spacer), Silicone Rubber, Zeolite (Desiccant), Silica, Polydimethylsiloxane, Polyvinyl Butyral (Interlayer), Calcium Carbonate (Sealant);
Thermal & Weathering: Ethylene Propylene Diene Terpolymer, Carbon Black, Kaolin, Acrylonitrile Butadiene Styrene, Acrylonitrile Styrene Acrylate, Polyurethane, Acrylic, Ethylene Propylene Diene Terpolymer, Polypropylene, White Oil; Fasteners: Stainless Steel; Hardware: Copper, Zinc, Nickel, Manganese, Tin

Living Building Challenge Criteria:

| Declaration Status     |  
|------------------------|---
| EXP. 01 MAY 2018       | LBC Red List Free  
| EXP. 01 MAY 2018       | LBC Compliant  
| EXP. 01 MAY 2018       | Declared  

MANUFACTURER RESPONSIBLE FOR LABEL ACCURACY
INTERNATIONAL LIVING FUTURE INSTITUTE™ declareproducts.com